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(b) Escapeways shall be provided
from each working section continuous
to the surface.

(c) Each escapeway shall be—

(1) Maintained in a safe condition to
always assure passage of anyone, in-
cluding disabled persons;

(2) Clearly marked to show the route
of travel to the surface;

(3) Provided with ladders, stairways,
ramps, or similar facilities where the
escapeways cross over obstructions;
and

(4) Maintained at least 4 feet wide by
5 feet high. If the pitch or thickness of
the coal seam does not permit these di-
mensions to be maintained other di-
mensions may be approved in the ven-
tilation plan.

(5) Provided with a continuous, dura-
ble directional lifeline or equivalent
device that shall be—

(i) Installed and maintained through-
out the entire length of each
escapeway as defined in paragraph (b)
of this section;

(ii) Flame-resistant in accordance
with the requirements of part 18 of this
chapter upon replacement of existing
lifelines; but in no case later than June
15, 2009;

(iii) Marked with a reflective mate-
rial every 25 feet;

(iv) Located in such a manner for
miners to use effectively to escape;

(v) Equipped with directional indica-
tors, signifying the route of escape,
placed at intervals not exceeding 100
feet. When cones are used as direc-
tional indicators, they shall be in-
stalled so that the tapered section
points inby; and

(vi) Securely attached to and marked
to provide tactile feedback indicating
the location of any SCSR storage loca-
tions in the escapeways.

(d) Surface openings shall be ade-
quately protected to prevent surface
fires, fumes, smoke, and flood water
from entering the mine.

(e) Primary escapeway. One escapeway
that shall be ventilated with intake air
shall be designated as the primary
escapeway.

(f) Alternate escapeway. One
escapeway that shall be designated as
the alternate escapeway shall be sepa-
rated from the primary escapeway for
its entire length.
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(g) Mechanical escape facilities shall
be provided—

(1) For each shaft or slope opening
that is part of a primary escapeway;
and

(2) For slopes that are part of
escapeways, unless ladders are in-
stalled.

(h) Within 30 minutes after mine per-
sonnel on the surface have been noti-
fied of an emergency requiring evacu-
ation, mechanical escape facilities
shall be operational at the bottom of
each shaft and slope opening that is
part of an escapeway.

(i) Except where automatically acti-
vated hoisting equipment is used, the
bottom of each shaft or slope opening
that is part of a primary escapeway
shall be equipped with a means of sig-
naling a surface location where a per-
son is always on duty when anyone is
underground. When the signal is acti-
vated or the evacuation of personnel is
necessary, the person on duty shall as-
sure that mechanical escape facilities
are operational as required by para-
graph (h) of this section.

[61 FR 9829, Mar. 11, 1996, as amended at 71
FR 12269, Mar. 9, 2006; 71 FR 71452, Dec. 8,
2006]

§75.382 Mechanical escape facilities.

(a) Mechanical escape facilities shall
be provided with overspeed, overwind,
and automatic stop controls.

(b) Every mechanical escape facility
with a platform, cage, or other device
shall be equipped with brakes that can
stop the fully loaded platform, cage, or
other device.

(c) Mechanical escape facilities, in-
cluding automatic elevators, shall be
examined weekly. The weekly exam-
ination of this equipment may be con-
ducted at the same time as a daily ex-
amination required by §75.1400-3.

(1) The weekly examination shall in-
clude an examination of the headgear,
connections, links and chains, over-
speed and overwind controls, auto-
matic stop controls, and other facili-
ties.

(2) At least once each week, the hoist
shall be run through one complete
cycle of operation to determine that it
is operating properly.

(d) A person trained to operate the
mechanical escape facility always shall
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§75.384

be available while anyone is under-
ground to provide the mechanical es-
cape facilities, if required, to the bot-
tom of each shaft and slope opening
that is part of an escapeway within 30
minutes after personnel on the surface
have been notified of an emergency re-
quiring evacuation. However, no oper-
ator is required for automatically oper-
ated cages, platforms, or elevators.

(e) Mechanical escape facilities shall
have rated capacities consistent with
the loads handled.

(f) Manually-operated mechanical es-
cape facilities shall be equipped with
indicators that accurately and reliably
show the position of the facility.

(g) Certification. The person making
the examination as required by para-
graph (c) of this section shall certify by
initials, date, and the time that the ex-
amination was made. Certifications
shall be made at or near the facility ex-
amined.

§75.384 Longwall
travelways.

and shortwall

(a) If longwall or shortwall mining
systems are used and the two des-
ignated escapeways required by §75.380
are located on the headgate side of the
longwall or shortwall, a travelway
shall be provided on the tailgate side of
that longwall or shortwall. The
travelway shall be located to follow the
most direct and safe practical route to
a designated escapeway.

(b) The route of travel shall be clear-
ly marked.

(c) When a roof fall or other blockage
occurs that prevents travel in the
travelway—

(1) Work shall cease on the longwall
or shortwall face;

(2) Miners shall be withdrawn from
face areas to a safe area outby the sec-
tion loading point; and

(3) MSHA shall be notified.

(d) Work may resume on the longwall
or shortwall face after the procedures
set out in §§75.215 and 75.222 are imple-
mented.

§75.385 Opening new mines.

When new mines are opened, no more
than 20 miners at a time shall be al-
lowed in any mine until a connection
has been made between the mine open-
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ings, and these connections shall be
made as soon as possible.

§75.386 Final mining of pillars.

When only one mine opening is avail-
able due to final mining of pillars, no
more than 20 miners at a time shall be
allowed in the mine, and the distance
between the mine opening and working
face shall not exceed 500 feet.

§75.§88 Boreholes in advance of min-
ing.

(a) Boreholes shall be drilled in each
advancing working place when the
working place approaches—

(1) To within 50 feet of any area lo-
cated in the mine as shown by surveys
that are certified by a registered engi-
neer or registered surveyor unless the
area has been preshift examined;

(2) To within 200 feet of any area lo-
cated in the mine not shown by surveys
that are certified by a registered engi-
neer or registered surveyor unless the
area has been preshift examined; or

(3) To within 200 feet of any mine
workings of an adjacent mine located
in the same coalbed unless the mine
workings have been preshift examined.

(b) Boreholes shall be drilled as fol-
lows:

(1) Into the working face, parallel to
the rib, and within 3 feet of each rib.

(2) Into the working face, parallel to
the rib, and at intervals across the face
not to exceed 8 feet.

(3) At least 20 feet in depth in ad-
vance of the working face, and always
maintained to a distance of 10 feet in
advance of the working face.

(c) Boreholes shall be drilled in both
ribs of advancing working places de-
scribed in paragraph (a) of this section
unless an alternative drilling plan is
approved by the District Manager in
accordance with paragraph (g) of this
section. These boreholes shall be
drilled—

(1) At an angle of 45 degrees to the di-
rection of advance;

(2) At least 20 feet in depth; and

(3) At intervals not to exceed 8 feet.

(d) When a borehole penetrates an
area that cannot be examined, and be-
fore mining continues, a certified per-
son shall, if possible, determine—

(1) The direction of airflow in the
borehole;
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